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All alterations, accidents, or repairs which might affect the accuracy of
any meter prover or the method of operating it shall be promptly re-
ported in writing to the Commission. (Filed, secretary state's office-
August 4, 1937.)
Rule 16. Gas Meter Accuracy. (a) Installation Test. Every gas service
meter, whether new, repaired, or removed from the service for any cause,
shall be in good order and shall be correct to within one per cent. when
passing gas at approximately 259o rated capacity before being installed
for the use of any consumer. Provided, however, that a utility which has
less than one thousand consumers and which has no facilities for opening
meter cases and adjusting the mechanism, may put a meter back into
service if it is not found to be in error by more than one and one-half
per cent. and appears otherwise to be in good order.
(b) Method of Testing. All tests to determine the accuracy of regis-
tration of any gas service meter shall be made with a suitable meter
prover, and records of all regular or complaint tests shall be kept in the
files of the utility.
(c) Special Meters. Any meter, the readings or record of which is
based on the differential pressure in such meter or upon the measure-
ment of any portion of the total gas delivered to a consumer, shall be
tested for accuracy before installation in a manner satisfactory to the
Commission. (Filed, secretary state's office-August 4, 1937.)
Rule 17. Record of Meters and Meter Tests. (a) Whenever any gas
service meter is tested the original test record shall be preserved, in-
clu6ing the information necessary for identifying the meter, the reason
for making the test, the reading of the meter upon removal from service,
and the result of the test, together with all data taken at the time of the
test in sufficiently complete form to permit the convenient checking of
the methods employed and the calculations.
(b) A record shall also be kept numerically arranged, indicating for
each meter owned or used by any utility the date of purchase, its identifi-
cation, a record of the use, repairs, and tests to which it has been sub-
jected, and its present location. (Filed, secretary state's office-August
4, 1937.)
Rule 18. Prepayment Meters. No utility shall use prepayment meters
geared or set so as to cause a rate or amount higher than would be paid
if a standard type meter were used, except under such special rate
schedule as may be approved by the Commission for this class of service.
(Filed, secretary state's office-August 4, 1937.)
Rule 19. Location of Meters. No consumer's meter shall be installed
in any location where it may be unreasonably exposed to heat, cold, damp-
ness, or other cause of damage, or in any unduly dirty or inaccessible
location. (Filed, secretary state's office-August 4, 1937.)
Rule 20. Periodic Testing of Meters. (a) No gas service meter here-
after installed shall be allowed to remain in service more than five years
from the time when last tested.


